TITAN TELESCOPING FLAGPOLE INSTALLATION INSTRUCTIONS
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Step 1: Read instructions completely before starting installation.

Step 2: Select location for installation of your flagpole. Be sure to make sure there are no
obstructions above or beneath the surface. (Power lines, underground utilities, etc.)

Step 3: Dig a hole 12” in diameter by 28” in depth. A larger hole may be required for soft soil.

Step 4. Add approximately 6” of crushed rock or pea gravel to the bottom of hole. This will aid
in water drainage.

Step 5: Install the stop bolt through the pre-drilled hole of your ground sleeve. Slide the ground
sleeve onto the flagpole. Tighten the nut on the stop bolt just snug enough for the ground sleeve
to slide off. Over tightening the stop bolt will prevent you from removing the flagpole from the

ground sleeve. Make sure that the flagpole makes contact with the stop bolt before tightening.

Step. 6: You are now ready to place the ground sleeve in the center of the hole. Remove the
ground sleeve from flagpole and install it into the hole (stop bolt at bottom) making sure to sink
the sleeve into the crushed rock or gravel. If you fail to sink the ground sleeve into the crushed
rock or gravel the concrete will seal the base preventing water drainage. The top of the ground
sleeve should be above ground approximately 1” and sunk into the rock or gravel 2”.

Step 7: Install the flagpole into the ground sleeve with an assistant holding the flagpole.
Step 8: Mix the concrete according to manufacturers recommended instructions. Pour the
concrete into the hole leaving 2” from top of sleeve. Plumb the pole with a level making sure

flagpole is straight up and down. When the pole is plumb carefully remove the flagpole making
sure not to disturb the position of the ground sleeve. Install the sleeve cap into the sleeve.

Step 9: We recommend placing a warning object around hole to prevent sleeve from being disturbed.

Step 10: After 24 hours, remove sleeve cap from ground sleeve and install flagpole. ENJOY!!!

For technical assistance call: 1-800-605-3596
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OPERATING INSTRUCTIONS , e Clies

Step 1: Install flagpole into ground sleeve.

Step 2: Attach your flag or flags to the flag swivel 1 \ Rotate
Double Flag Harness Slightly

rings that are on your flagpole. Make sure that you use
the top 2 flag snaps for OLD GLORY! T

Step 3: To raise your flagpole; start at the top section
and extend it until you feel it stop. Rotate the

top section and lift up until you feel it slide up into the
interlocking sleeves. Rotate to the right while holding
the lower section. Lower the top section to engage the
interlocking sleeves. Repeat this step until you have all
the sections extended.

Lower
Section

Raise
Section

Step 4: To lower the flagpole, reverse the procedure
in Step. 3. Lower sections slowly, not allowing them
to drop freely.

MAINTENANCE INSTRUCTIONS

Your Titan Telescoping Flagpole is virtually maintenance free. We do not require any
lubricants to the flagpole at any time. You may simply clean the flagpole with soap and water
and rinse.

USAGE INSTRUCTIONS
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